


SPECIFICATIONS

SOLID CONSTRUCTION
The heavy duty frame is built from 200x200x9mm 
RHS toolbars and 200x100x9mm RHS spreader 
bars. It incorporates the Australian hallmarks of 
quality, reliability, simplicity and robustness. 
Combined with the no.9 shank, the AP71 series 
plow is designed to handle heavy trash clearance 
and the stresses of tough ploughing 

INNOVATIVE SHANK DESIGN
Designed to uplift and shatter hardpans at 
working depths of 450mm or 600mm, the shank 
works without inverting the soil which can lead to 
moisture loss and reduction in microbiology. 
Not seen on any other brand the shank has a 
scissor action design to prevent stubborn to move 
objects from latching and breaking shanks, full 
frame height extension and exclusive clip on 
blades

MANEUVERABILITY
Features great maneuverability with heavy duty 
400/60-22.5 flotation tyres and the option of 3 
point linkage or tailing linkage. Both allow for the 
easy lifting and lowering of the plough. 

DEPTH SETTING
We’ve made the depth setting simple. The easy to 
adjust leveling bar sets the depth of the plough 
without the need for any unbolting and strenuous 
readjusting. 

TOOLBOX
For added convenience the AP71 comes 
standard with a toolbox to store your spare parts

OPTIONS 

   Trailing or 3pl

   Coulters

   Wide Wing Points 

   Mounted Flexi-roller
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Prosperity through Soil Care

Your local dealership:

www.agrowplow.com.au

Contact your local dealership for more information

PLOWPLOW

Range 11 SHANK 15 SHANK 19 SHANK

Tyne Spacing 150mm 150mm 125mm

Shank Spacing 409mm 400mm 473mm

Number of T oolbars 2

Toolbar Spacing 1.875m

Working W idth 4.5m 6.0m 9.0m

Transport W idth 5.42m 6.93m 9.85m

Shank Specs Rigid Shear Pin No.9 Shank, 4800kg (10560lb) Maximum Breakout at Blade

No.9 Shank, 1850kg (4070lb) Maximum Breakout at BladeHydraulic Recoil

Working Depth Standard 450mm (18”)

Optional 600mm (24”)

Underframe 
Clearance

Standard #9-450 Shank - Rigid 660mm /Hydraulic 850mm

Optional #9-600 Shank - Rigid 800mm / Hydraulic 1000mm

Draw bar Power 220-330hp 300-450hp 380-570hp

Linkage T ype 3 Point Linkage CAT3, 3 Point Linkage CAT or Trailing

Depth Wheels 400/60-22.5 Flotation ires

Frame Fully Welded RHS Frame, 200x200x9mm RHS Toolbars and 200x100x9mm RHS Spreader Bars


